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GENERAL DESCRIPTION 
& USE

CHECK YOUR SHIPMENT

Thank you for selecting the IR Mobile low intensity infrared 

heater by Overhead Products. This heater is manufactured in 

the USA by BBC Industries and was built to UL Standards. 

The  IR Mobile Heater was designed for mechanics working on 

Specialty Fuel vehicles, to keep them warm and comfortable.  

This heater was designed for NFPA 30A 7.6.6 compliance. This 

heater will not exceed 750 degrees and is safe where CNG/

LNG vehicle maintenance is performed. 

The IR Mobile is a heavy-duty portable heater designed to pro-

vide heat to a 10x10 working space. There are no combustion 

products discharged, no flames, or noxious gases produced, 

the IR Mobile Infrared Heater provides safe, clean heat.

Upon receipt of your shipment, check all cartons for 

visible damage. 

Claims for damages that were not evident upon receipt of 

shipment. Any damages must be reported to carrier and

Overhead Products immediately at (916) 944-3526.



OPERATION
Please read these instructions thoroughly before using the IR 

Mobile Heater and save them for future reference.

Take care when moving their Mobile heater not to roll it over 

the power cord or to damage it in any way.

Replace the power cord if it is damaged in any way.

A two hour timer controls the ON and Off of this heater. Plug 

in the heater to your power supply. Turn the control to your 

desired time, up to two hours. 

The timer will automatically shut the power off at 2 hours. 

This heater comes with a tip-switch that will turn the heater off 

if it gets hit and knocked down. 

Place your heater in the desired area to comfortably warm the 

workspace up to a 10x10 area. 

The heater will begin to heat the objects in the space and after 

being on for about 10 minutes you should feel a nice comfort-

able temperature in the area. 

Infrared heats like the sun, it does not heat the air, but it does 
heat people and the objects in the space which will heat the 

air as it moves across the warmer surfaces.
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DO NOT
Do not unplug the product by pulling on the power cord.  

Always grip the plug firmly and pull it straight out from 

the outlet.

Do not cover ventilation holes or allow them to 

become covered.

Do not place objects on the unit. 

Do not operate the heater outside.

Do not allow the unit to become wet in any way. 

Do not tamper with any internal components There are no 

user serviceable parts inside the unit and opening the product 

will invalidate the warranty.

Do not attempt to repair the product yourself. 

Contact Overhead Products if the product requires servicing.



Do not locate the product within reach of children. 

Do not let any cord lie or hang where it could be pulled on or 

tripped over accidentally.

Do not use the IR Mobile for other than the intended use of 

keeping people warm while working. 

Do not allow liquids to spill into the heater or subject the 

heater to excessive smoke, dust, mechanical vibration 

or shock.

Do not operate the heater without checking to make sure you 

are within the clearance to combustible material range. 

Heater must be 48” from combustible materials, when

in operation.



SPECIFICATIONS
The IR Mobile heater works with 208 or 240 Volt single phase. 

If this unit was accidentally knocked over, this unit is equipped 

with an internal tip switch that would shut power OFF.

The IR Mobile cart features hard rubber tires, so you won’t 

have to worry about filling the tires with air or puncturing 

them.

The yellow industrial cord comes in a 30’ length and wraps 

onto the outside of the cart for safe, easy storage

The standard plug is a 250V 30amp, 1 phase or 3 phase, indus-

trial angle straight blade plug. 

Heavy-duty metal guard for element and personnel protection.
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MAINTENANCE
Use a damp cloth. Do not use liquid or aerosol cleaning 

agents, thinners, abrasive or corrosive materials.

Do not scratch hard objects against the display as this may 

cause damage

The technical specifications for this product and the contents 

of the user manual are subject to change without notice.
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 54.25”high 

 29.25”wide

34”deep

208 / 240

48” 

4990 / 6643

2 hour Timer

17,027/22667

24.0 / 27.7

Indoor 

 200lbs.

Three-Year on heating element

one-year on all other parts.

MODEL  IR-MOB1-OP

Dimensions

Volts

Clearance to Combustibles 

Watts

Control System 

BTU’s /Hr

Amps 

Approved As 

Shipping Weight

Warranty

This product is not for residential use.



The maximum ampacity rating for an infrared heating circuit 

is a 30amp.

WIRING YOUR HEATER

If your IR Mobile Heater came without a Plug, please refer to 

this diagram for wiring instructions when installing your

own plug:
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4045 California Ave # B
Carmichael, CA 95608

Phone: (916) 944-3526
Web: overheadproducts.com

YouTube Channel
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